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(57) ABSTRACT

An ultrasound diagnostic apparatus includes a region-of-in-
terest setting unit for setting a region of interest in a given
region of a B mode image, a controller for controlling a
transmission circuit and a reception circuit to transmit ultra-
sonic beams composed of fundamental waves having a first
frequency with forming transmission focuses at a plurality of
points set in and near the region of interest and receive ultra-
sonic echoes having a second frequency, which is a harmonic
component of the fundamental waves, thereby to obtain
reception data for measuring a sound speed, and a sound
speed calculator for calculating ambient sound speeds at the
points based on the obtained reception data for measuring a
sound speed.
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1
ULTRASOUND DIAGNOSTIC APPARATUS
AND ULTRASOUND IMAGE PRODUCING
METHOD

BACKGROUND OF THE INVENTION

The present invention relates to an ultrasound diagnostic
apparatus and an ultrasound image producing method and
particularly to an ultrasound diagnostic apparatus that both
produces a B mode image and measures a sound speed by
transmitting and receiving ultrasonic waves through a trans-
ducer array of an ultrasound probe.

Conventionally, ultrasound diagnostic apparatus using
ultrasound images are employed in medicine. In general, this
type of ultrasound diagnostic apparatus comprises an ultra-
sound probe having a built-in transducer array and an appa-
ratus body connected to the ultrasound probe. The ultrasound
probe transmits an ultrasonic beam toward the inside of a
subject’s body, receives ultrasonic echoes from the subject,
and the apparatus body electrically processes the reception
signals to produce an ultrasound image.

In recent years, sound speeds in a region under examina-
tion are measured to achieve a more accurate diagnosis of the
region inside the subject’s body.

JP 2010-99452 A, for example, proposes an ultrasound
diagnostic apparatus whereby a plurality of lattice points are
set on the periphery of a site under examination and ultrasonic
beams are transmitted and received so as to form a transmis-
sion focus at the lattice points to obtain reception data, based
on which ambient sound speeds and local sound speeds are
calculated.

SUMMARY OF THE INVENTION

JP 2010-99452 A describes a device having an ultrasound
probe that transmits and receives ultrasonic beams to and
from the inside of a subject’s body to obtain ambient sound
speeds at a site under examination, thereby enabling display
of a B mode image with information on the ambient sound
speeds superimposed over it, for example.

However, ambient sound speeds are obtained based on, for
example, image contrast and sharpness, and phase displace-
ments and generation of noise, for example, may occur
depending on the depth of transmission focuses of the ultra-
sonic waves and frequencies of the ultrasonic waves, which
may make accurate calculations impossible.

An object of the present invention is to provide an ultra-
sound diagnostic apparatus and an ultrasound image produc-
ing method that resolve such problems of the past and enable
accurate calculations of an ambient sound speed and a local
sound speed.

An ultrasound diagnostic apparatus according to the
present invention comprises:

a transducer array;

a transmission circuit for transmitting an ultrasonic beam
from the transducer array toward a subject;

a reception circuit for processing reception signals output-
ted from the transducer array having received ultrasonic ech-
oes from the subject to produce reception data;

an image producer for producing a B mode image based on
the reception data obtained by the reception circuit;

aregion-of-interest setting unit for setting a region of inter-
est in a given region of the B mode image produced by the
image producer;

a controller for controlling the transmission circuit and the
reception circuit to transmit ultrasonic beams composed of
fundamental waves having a first frequency with forming
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transmission focuses at a plurality of points set in and near the
region of interest and receive ultrasonic echoes having a
second frequency, which is a harmonic component of the
fundamental waves, thereby to obtain reception data for mea-
suring a sound speed; and

a sound speed calculator for calculating ambient sound
speeds at the points based on the obtained reception data for
measuring a sound speed.

An ultrasound image producing method according to the
present invention comprises the steps of:

transmitting an ultrasonic beam from a transducer array
toward a subject;

producing reception data based on reception signals out-
putted from the transducer array having received ultrasonic
echoes from the subject;

producing a B mode image based on the obtained reception
data;

setting a region of interest in a given region of the produced
B mode image;

transmitting ultrasonic beams composed of fundamental
waves having a first frequency with forming transmission
focuses at a plurality of points set in and near the region of
interest and receive ultrasonic echoes having a second fre-
quency, which is a harmonic component of the fundamental
waves, thereby to obtain reception data for measuring a sound
speed; and

calculating ambient sound speeds at the points based onthe
obtained reception data for measuring a sound speed.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a block diagram illustrating a configuration of an
ultrasound diagnostic apparatus according to Embodiment 1
of the invention.

FIGS. 2A and 2B schematically illustrate a principle of
sound speed calculation in Embodiment 1.

FIG. 3 illustrates a region of interest set in an intermediate
region in Embodiment 1.

FIG. 4 illustrates an intensity distribution of received ultra-
sonic echoes in Embodiment 1.

FIG. 5 illustrates regions of interest set in Embodiment 2.

FIG. 6 illustrates regions of interest set in a variation of
Embodiment 2.

FIG. 7 illustrates lattice points set in Embodiment 3.

DETAILED DESCRIPTION OF THE INVENTION

Embodiments of the present invention will now be
described below based on the appended drawings.

Embodiment 1

FIG. 1 illustrates a configuration of an ultrasound diagnos-
tic apparatus according to Embodiment 1 of the invention.
The ultrasound diagnostic apparatus comprises a transducer
array 1, which is connected to a transmission circuit 2 and a
reception circuit 4. The reception circuit 4 is connected in
sequence to a signal processor 5, a DSC (Digital Scan Con-
verter) 6, an image processor 7, a display controller 8, and a
monitor 9. The image processor 7 is connected to an image
memory 10. The reception circuit 4 is also connected to a
reception data memory 11 and a sound speed calculator 12.

The signal processor 5, the DSC 6, the display controller 8,
the reception data memory 11, and the sound speed calculator
12 are connected to a controller 13. The controller 13 is also
connected to an operating unit 14 and a storage unit 15.
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The transducer array 1 comprises a plurality of ultrasound
transducers arranged one-dimensionally or two-dimension-
ally. These ultrasound transducers each transmit ultrasonic
waves according to actuation signals supplied from the trans-
mission circuit 2 and receive ultrasonic echoes from the sub-
ject to output reception signals. Each of the ultrasound trans-
ducers comprises a vibrator composed of a piezoelectric body
and electrodes each provided on both ends ofthe piezoelectric
body. The piezoelectric body is composed of, for example, a
piezoelectric ceramic represented by a PZT (titanate zircon-
ate lead), a polymeric piezoelectric device represented by
PVDF (polyvinylidene flouride), or a piezoelectric mono-
christal represented by PMN-PT (lead magnesium niobate
lead titanate solid solution).

When the electrodes of each of the vibrators are supplied
with a pulsed voltage or a continuous-wave voltage, the
piezoelectric body expands and contracts to cause the vibra-
tor to produce pulsed or continuous ultrasonic waves. These
ultrasonic waves are combined to form an ultrasonic beam.
Upon reception of propagating ultrasonic waves, each vibra-
tor expands and contracts to produce an electric signal, which
is then outputted as reception signal for the ultrasonic waves.

The transmission circuit 2 includes, for example, a plural-
ity of pulsars and adjusts the delay amounts for actuation
signals based on a transmission delay pattern selected accord-
ing to an instruction signal transmitted from the transmission
controller 13 so that the ultrasonic waves transmitted from a
plurality of ultrasound transducers of the transducer array 1
form an ultrasonic beam and supplies the ultrasound trans-
ducers with delay-adjusted actuation signals.

The reception circuit 4 amplifies and A/D converts the
reception signals transmitted from the respective ultrasonic
transducers of the transducer array 1 to produce reception
data. The reception circuit 4 has a built-in filter for removing
a fundamental wave component of an ultrasonic beam to
extract a harmonic component thereof.

The signal processor 5 performs reception focusing pro-
cessing by providing the reception signals produced by the
reception circuit 4 with respective delays according to a
sound speed or a sound speed distribution that is set based on
a reception delay pattern selected according to the control
signal from the controller 13, followed by addition, to pro-
duce a sound ray signal where the ultrasonic echoes are well
focused and, upon correcting the attenuation according to the
distance depending on the depth at which the ultrasonic
waves are reflected, performs envelope detection processing
to produce a B mode image signal, which is tomographic
image information on a tissue inside the subject’s body.

The DSC 6 converts the B mode image signal produced by
the signal processor 5 into an image signal compatible with an
ordinary television signal scanning mode (raster conversion).

The image processor 7 performs various processing
required including gradation processing on the B mode image
signal entered from the DSC 6 before outputting the B mode
image signal to the display controller 8 or storing the B mode
image signal in the image memory 10.

The signal processor 5, the DSC 6, the image processor 7,
and the image memory 10 constitute an image producer 16.

The display controller 8 causes the monitor 9 to display an
ultrasound diagnostic image according to the B mode image
signal having undergone image processing by the image pro-
cessor 7.

The monitor 9 includes a display device such as an LCD,
for example, and displays an ultrasound diagnostic image
under the control of the display controller 8.

The reception data memory 11 stores the reception data
outputted from the reception circuit 4 sequentially by chan-
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nel. The reception data memory 11 stores information on a
frame rate entered from the controller 13 in association with
the above reception data. Such information includes, for
example, the depth of a position at which the ultrasonic wave
is reflected, the density of scan lines, and a parameter repre-
senting the range of the visual field.

Under the control by the controller 13, the sound speed
calculator 12 calculates an ambient sound speed and a local
sound speed based on the reception data stored in the recep-
tion data memory 11.

The controller 13 controls the components in the ultra-
sound diagnostic apparatus according to the instructions
entered by the operator using the operating unit 14.

The operating unit 14, provided for the operator to perform
input operations, constitutes a region-of-interest setting unit
and may be composed of, for example, a keyboard, a mouse,
a track ball, and/or a touch panel.

The storage unit 15 stores, for example, an operation pro-
gram and may be constituted by, for example, a recording
medium such as a hard disk, a flexible disk, an MO, an MT, a
RAM, a CD-ROM, a DVD-ROM, an SD card, a CF card, ora
USB memory, a server, or the like.

The signal processor 5, the DSC 6, the image processor 7,
the display controller 8, and the sound speed calculator 12 are
each constituted by a CPU and an operation program for
causing the CPU to perform various kinds of processing, but
they may be each constituted by a digital circuit.

The operator may select one of the following three display
modes using the operating unit 14. They are: a mode for
displaying the B mode image alone, a mode for displaying the
B mode image, with an average local sound speed in the
region of interest superimposed over the B mode image, and
a mode for displaying the B mode image and an average local
sound speed in juxtaposition.

To display the B mode image, a plurality of ultrasound
transducers of the transducer array 1 first transmit ultrasonic
waves according to the actuation signals supplied from the
transmission circuit 2, and the ultrasound transducers having
received ultrasonic echoes from the subject output the recep-
tion signals to the reception circuit 4, which produces the
reception data. The signal processor 5, having received the
reception data, produces the B mode image signal, the DSC 6
performs raster conversion of the B mode image signal, and
the image processor 7 performs various image processing on
the B mode image signal, whereupon, based on this B-mode
image signal, the display controller 8 causes the monitor 9 to
display the ultrasound diagnostic image.

The ambient sound speed and the local sound speed may be
calculated by, for example, a method described in JP 2010-
99452 A filed by the Applicant of the present application.

This method obtains the local sound speed at a lattice point
X according to the Huygens principle. Suppose now that, on
transmission of ultrasonic waves to the inside of a subject, a
reception wave WX reaches the transducer array 1 from the
lattice point X, a reflection point in the subject, as illustrated
in FIG. 2A, and that a plurality of lattice points A1,A2, .. .are
arranged at equal intervals in positions shallower than the
lattice point X, i.e., closer to the transducer array 1, as illus-
trated in FIG. 2B. Then, the local sound speed at the lattice
point X is obtained according to the Huygens principle
whereby a synthesized wave Wsum produced by combining
reception waves W1, W2, . . . transmitted from the lattice
points A1, A2, ... having received a reception signal from the
lattice point X coincides with the reception wave Wx from the
lattice point X.

First, ambient sound speeds for all the lattice points X, A1,
A2, ...areobtained. The ambient sound speed herein means
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a sound speed allowing a highest image contrast and sharp-
ness to be obtained as a set sound speed is varied after per-
forming focus calculation for the lattice points based on the
set sound speed and imaging to produce an ultrasound image.
The ambient sound speed may be judged based on, for
example, the image contrast, spatial frequency in the scan
direction, and dispersion as described in JP 08-317926 A.

Next, the ambient sound speed for the lattice point X is
used to calculate the waveform of an imaginary reception
wave Wx emitted from the lattice point X.

Further, a hypothetical local sound speed V at the lattice
point X is changed to various values to calculate the imagi-
nary synthesized wave Wsum of the reception waves W1,
W2, ... fromthelattice points A1, A2, . .. Suppose that, at this
time, the sound speed is consistent in a region Rxa between
the lattice point X and the lattice points A1, A2, . . . and is
equivalent to the local sound speed V at the lattice point X.
The times in which the ultrasonic wave propagating from the
lattice point X reaches the lattice points Al, A2, . . . are
XA1/V, XA2/V, . .., respectively, where XAl, XA2, ... are
the distances between the lattice point X and the lattice points
Al, A2, ... Combining the reflected waves emitted from the
lattice points A1, A2, . . . with respective delays correspond-
ing to the times XA1/V, XA2/V, . . . yields the imaginary
synthesized wave Wsum.

Next, the respective differences between a plurality of the
imaginary synthesized waves Wsum calculated by changing
the hypothetical local sound speed V at the lattice point X to
various values and the imaginary reception waves Wx from
the lattice point X are calculated to determine the hypothetical
local sound speed V at which the difference becomes a mini-
mum as the local sound speed. The difference between the
imaginary synthesized waves Wsum and the imaginary
reception waves Wx from the lattice point X may be calcu-
lated by any of appropriate methods including a method using
the cross-correlation, a method using phase matching addi-
tion by multiplying the reception waves Wx by a delay
obtained from the synthesized wave Wsum, and a method
using phase matching addition by multiplying the synthe-
sized wave Wsum by a delay obtained from the reception
waves Wx.

Thus, the ambient sound speeds and the local sound speeds
inside a subject can be accurately calculated based on the
reception data produced by the reception circuit 4. The sound
speed map representing a distribution of the local sound
speeds in a set region of interest may be likewise produced.

Next, the operation of Embodiment 1 will be described.

First, according to the actuation signal from the transmis-
sion circuit 2, a plurality of ultrasound transducers of the
transducer array 1 transmit an ultrasonic beam, and the ultra-
sound transducers having received ultrasound echoes from a
subject output reception signals to the reception circuit 4 to
produce reception data, whereupon the display controller 8
causes the monitor 9 to display the B mode image based on
the B mode image signal produced by the image producer 16.

As illustrated in FIG. 3, the B mode image displayed on the
monitor 9 is divided by the controller 13 into three regions, a
shallow region, an intermediate region, and a deep region in
the depth direction, and an operation made by the operator on
the operating unit 14 sets a region of interest R1 in the inter-
mediate region of the B mode image. Then, the controller 13
sets lattice points in positions and in a number adapted for the
region of interest R1 set in the B mode image. For example, a
plurality of lattice points is set in positions shallower and
deeper than the region of interest R1 so as to sandwich the
region of interest R1 in the depth-wise direction.
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Subsequently, the controller 13 controls the transmission
circuit 2 to transmit ultrasonic beams for measuring the sound
speed each composed of fundamental waves having a low
frequency H1 so as to form a transmission focus at the lattice
points set specifically for the region of interest R1. The ultra-
sonic beams for measuring the sound speed transmitted
toward the respective lattice points travel in the subject to
form a transmission focus at the lattice points and be reflected
before traveling in the subject back to the ultrasound trans-
ducers of the transducer array 1 for reception.

Thus, setting the fundamental waves to the low frequency
H1 enables suppression of phase displacement in the ultra-
sonic waves composing the ultrasonic beams occurring as the
ultrasonic beams for measuring the sound speed travel
through an inconsistent medium inside the subject, and the
transmission focuses are formed by the ultrasonic waves
coming in phase with each other at the positions of lattice
points.

Traveling inside the subject, the ultrasonic beam for mea-
suring the sound speed acquires a harmonic component hav-
ing a frequency that is an integral multiple of the frequency
H1 of the fundamental wave. As ultrasonic echoes containing
the thus acquired harmonic component are received by the
ultrasound transducers, the controller 13 controls the recep-
tion circuit 4 to remove the reception signal of the fundamen-
tal wave through the filter provided in the reception circuit 4
and capture the reception signal of ultrasonic echoes having a
high frequency H2, the harmonic component of the funda-
mental wave. Preferably, a harmonic component composed of
a frequency that is, for example, double the frequency H1 of
the fundamental wave may be captured.

Thus, the reception circuit 4 produces reception data D1 for
measuring the sound speed each time ultrasonic echoes are
received, and the produced reception data D1 for measuring
the sound speed are sequentially stored in the reception data
memory 11. When the reception data D1 for measuring the
sound speed obtained by transmitting and receiving the ultra-
sonic beams for all the lattice points have been stored in the
reception data memory 11, the sound speed calculator 12
calculates the ambient sound speeds at the lattice points based
on the reception data D1 for measuring the sound speed. The
ambient sound speed is calculated based on the contrast and
sharpness of an image. Because ultrasonic echoes composed
of harmonic components having the high frequency H2 as
compared with the fundamental wave component has an
enhanced main lobe and reduced side lobes, the effects of
noise on the ambient sound speed obtained as above are
suppressed.

The sound speed calculator 12 may also calculate the local
sound speeds in a region between the lattice points and in the
region of interest R1 based on the ambient sound speeds
obtained as above. On the assumption that the sound speed is
consistent in a region between the lattice points set in posi-
tions deeper and shallower than the region of interest R1, the
local sound speeds in that region are calculated using the
reception data D1 for measuring the sound speed stored in the
reception data memory 11.

As described above referring to FIG. 2B, the synthesized
wave of reception waves from the lattice points located in the
shallower positions having received reception waves from the
lattice points located in positions deeper than the region of
interest R1 coincides with the reception waves from the lat-
tice points in the deeper positions according to the Huygens
principle. Using this fact, the local sound speeds in the region
between the shallower and the deeper positions can be calcu-
lated. When more than one such region between the shallower
and the deeper positions are set so as to surround the region of
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interest R1, the sound speed calculator 12 may use an average
of'the local sound speeds in the respective regions as the local
sound speed in the region of interest R1.

The positions of the three regions, the shallow region, the
intermediate region, and the deep region, into which the B
mode image is divided in depth-wise direction, may be deter-
mined, for example, as follows.

The intensity of an ultrasonic wave decreases with the
distance it travels, whereas the intensity of the harmonic
component, which is generated as the ultrasonic wave travels,
increases. Accordingly, the intensity distribution of the ultra-
sonic echoes composed of harmonic components having the
high frequency H2 obtained by transmitting an ultrasonic
beam composed of fundamental wave component having a
low frequency H1 exhibits a curve reaching a maximum at a
given depth as illustrated in FIG. 4. Therefore, the controller
13 sets the intermediate region in a region where the intensity
is expected to be above a given value while setting the shallow
region and the deep region respectively in regions, where the
intensity is not expected to be above the given value, i.e., in
positions shallower and deeper than the intermediate region,
according to the intensity distribution of the ultrasonic ech-
oes.

Thus, phase displacement at focusing positions is limited
by forming the transmission focuses with ultrasonic beams
having the low frequency H1, while the effects of noise in the
reception waves are suppressed by receiving ultrasonic ech-
oes having the high frequency H2. Therefore, the ambient
sound speeds and the local sound speeds can be calculated
accurately.

Preferably, the controller 13 controls the transmission cir-
cuit 2 and the reception circuit 4 so that the frequency H1 of
the fundamental waves of a transmitted ultrasonic beam is
lower than the central frequency of which the ultrasound
probe is capable, while the frequency H2 of the harmonic
components of a received ultrasonic beam is higher than the
central frequency of which the ultrasound probe is capable.

With an ultrasound probe capable of a frequency band of 1
MHz to 5 MHz and a central frequency of 3 MHz, the con-
troller 13 may control the transmission circuit 2 and the
reception circuit 4 to transmit ultrasonic beams having a
fundamental wave with the frequency H1 of 2 MHz to form a
transmission focus at the respective lattice points in the region
of'interest R1 set in the intermediate region and receive ultra-
sonic echoes having a harmonic component with the fre-
quency H2 of 4 MHz.

Embodiment 2

Although in Embodiment 1 the region of interest R1 is set
in the intermediate region of the B mode image, the region of
interest may be also set in the shallow region and the deep
region as well.

Asillustrated in FIG. 5, for example, a region of interest R2
is set in the shallow region, and a region of interest R3 is set
in the deep region. The controller 13 sets lattice points in an
number and positions each adapted specifically for the
regions of interest R1, R2, and R3, respectively and causes the
ultrasonic beams for measuring the sound speed to be trans-
mitted and received so as to form the transmission focus at the
set lattice points.

For the region of interest R1 set in the intermediate region,
the transmission focuses are formed with ultrasonic beams
composed of fundamental waves having a low frequency H1
while ultrasonic echoes composed of harmonic components
having the high frequency H2 are received to obtain reception
data D1 for measuring the sound speed, based on which the
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ambient sound speeds at the lattice points are calculated like-
wise as according to Embodiment 1.

For the region of interest R2 set in the shallow region, the
controller 13 controls the transmission circuit 2 and the recep-
tion circuit 4 to transmit ultrasonic beams for measuring the
sound speed having the high frequency H2 so as to form the
transmission focus at the lattice points in an number and
positions each adapted specifically for the region of interest
R2 and receive ultrasonic echoes having the high frequency
H2 from the lattice points in order to obtain the reception data
D2 for measuring the sound speed. Based on the reception
data D2 for measuring the sound speed thus obtained, the
ambient sound speeds at the respective lattice points adapted
specifically for the region of interest R2 in the shallow region
are calculated by the sound speed calculator 12.

As compared with an ultrasonic beam having a low fre-
quency, an ultrasonic beam having a high frequency has an
enhanced main lobe and reduced side lobes in exchange for a
large phase displacement generated as the beam travels
through an inconsistent medium inside the subject. There-
fore, the effects of noise in reception waves can be suppressed
by transmitting and receiving an ultrasonic beam having the
high frequency H2 in the shallow region where the distance of
travel is short and the effects of phase displacement are small,
and the ambient sound speeds can be calculated accurately.
Further, because ultrasonic echoes having the same frequency
as the frequency H2 ofthe ultrasonic echoes received from the
region of interest R1 set in the intermediate region are
received from the region of interest R2 to calculate the ambi-
ent sound speeds, the difference in ambient sound speed
between the intermediate region and the shallow region due to
the difference in frequency of received ultrasonic echoes can
be held to a minimum.

For the region of interest R3 set in the deep region, the
controller 13 controls the transmission circuit 2 and the recep-
tion circuit 4 to transmit ultrasonic beams for measuring the
sound speed having the low frequency H1 so as to form the
transmission focus at the lattice points in a number and posi-
tions adapted specifically for the region of interest R3 and
receive ultrasonic echoes having the low frequency H1 from
the lattice points to obtain the reception data D3 for measur-
ing the sound speed. Based on the reception data D3 for
measuring the sound speed thus obtained, the ambient sound
speeds at the respective lattice points set specifically for the
region of interest R3 in the deep region are calculated by the
sound speed calculator 12.

As compared with an ultrasonic beam having a high fre-
quency, an ultrasonic beam having a low frequency develops
only a small phase displacement as it travels through an
inconsistent medium. Therefore, the ambient sound speed
can be calculated accurately by transmitting and receiving an
ultrasonic beam having the low frequency H1 in the deep
region where the travel distance is long and, hence, the effects
of phase displacement tend to increase. Further, because
ultrasonic beams having the same frequency as the frequency
H1 of the ultrasonic beams transmitted to the region of inter-
est R1 set in the intermediate region are transmitted to the
region of interest R3 to calculate the ambient sound speeds,
the difference in ambient sound speed from the intermediate
region due to the difference in frequency of transmitted ultra-
sonic beams can be held to a minimum.

When an operation made on the operating unit 14 sets a
region of interest R4 on the border between the shallow region
and the intermediate region of the B mode image and a region
of interest RS on the border between the intermediate region
and the deep region, the ambient sound speeds are obtained
by the above method separately in the respective regions
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where the lattice points set in positions and numbers each
adapted to suit the regions of interest R4 and 5 are located.

For the lattice points located in the shallow region among
those set in the region of interest R4, ultrasonic beams for
measuring the sound speed having the high frequency H2 are
transmitted and received to obtain the ambient sound speeds
based on the acquired reception data D2 for measuring the
sound speed. For the lattice points located in the intermediate
region, ultrasonic beams having the low frequency H1 are
transmitted, while ultrasonic beams having the high fre-
quency H2 are received to obtain the ambient sound speeds
based on the acquired reception data D1 for measuring the
sound speed.

As regards the lattice points set in the region of interest R5,
for the lattice points located in the intermediate region, ultra-
sonic beams having the low frequency H1 are transmitted,
while ultrasonic beams having the high frequency H2 are
received to obtain the ambient sound speeds based on the
acquired reception data D1 and D3 for measuring the sound
speed.

Based on the ambient sound speeds thus obtained, the local
sound speeds may also be obtained using the imaginary syn-
thesized wave. Preferably, the frequency of the imaginary
synthesized wave is set to the low frequency H1 or the high
frequency H2 used for the intermediate region.

Because the ambient sound speeds are obtained specifi-
cally for each region where the lattice points are located,
accurate ambient sound speeds and local sound speeds can be
obtained.

Embodiment 3

Although in Embodiments 1 and 2 the average local sound
speed in the region of interest R is measured, a sound speed
map in the region of interest R may be also produced.

When, for example, an operation made on the operating
unit 14 sets the region of interest R1 in the intermediate
region, the controller 13 sets lattice points E1 and E2 in
positions shallower and deeper than the region of interest R1,
respectively, and sets lattice points E3 for measuring the
sound speed in a position between the lattice points E1 and E2
as illustrated in FIG. 7.

Subsequently, the controller 13 controls the transmission
circuit 2 and the reception circuit 4 to form the transmission
focus at the lattice points E3 for the sound speed map and at
the lattice points E1 and E2, sequentially transmitting ultra-
sonic beams having the low frequency H1 while receiving
ultrasonic echoes having the high frequency H2, and the
reception data for measuring the sound speed produced by the
reception circuit 4 are sequentially stored in the reception
data memory 11. Then, the sound speed calculator 12 uses the
reception data on the lattice points E1 and E2 stored in the
reception data memory 11 to calculate the ambient sound
speeds and the local sound speeds likewise as according to
Embodiment 1 and also uses the reception data on the lattice
points E1 and E2 and the reception data for the sound speed
map on the lattice points E3 for the sound speed map to
calculate the local sound speeds at the lattice points E1, E2,
and E3 thereby to produce the sound speed map in the region
of interest R1.

The data on the sound speed map produced by the sound
speed calculator 12 undergo raster conversion by the DSC 6
and various image processing by the image processor 7 before
being transmitted to the display controller 8. Then, according
to the display mode entered from the operating unit 14 by the
operator, the B mode image is displayed on the monitor 9,
with the sound speed map superimposed over it (e.g., display
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with color distinction or by varying luminance according to
the local sound speed, or display where points having an equal
local sound speed are connected by a line), or the B mode
image and the sound speed map are displayed in juxtaposition
on the monitor 9.

Thus, not only the sound speeds or the local sound speeds
can be measured but the production of both the B mode image
and the sound speed map can be achieved.

While, in Embodiments 1 to 3, the reception data outputted
from the reception circuit 4 are provisionally stored in the
reception data memory 11, and the sound speed calculator 12
uses the reception data stored in the reception data memory 11
to calculate the ambient sound speeds and the local sound
speeds, the sound speed map producer 12 may directly
receive the reception data outputted from the reception circuit
4 to calculate the ambient sound speeds and the local sound
speeds.

What is claimed is:

1. An ultrasound diagnostic apparatus comprising:

a transducer array;

a transmission circuit for transmitting an ultrasonic beam

from the transducer array toward a subject;

a reception circuit for processing reception signals output-
ted from the transducer array having received ultrasonic
echoes from the subject to produce reception data;

an image producer for producing a B mode image based on
the reception data obtained by the reception circuit;

a controller for controlling the transmission circuit and the
reception circuit to transmit ultrasonic beams composed
of fundamental waves having a first frequency from the
transducer array toward the subject and receive ultra-
sonic echoes having a second frequency, which is a
harmonic component of the fundamental waves, to
divide the B mode image into an intermediate region in
a depth region where an intensity of the ultrasonic ech-
oes having the second frequency is above a given value,
a shallow region in positions shallower than the inter-
mediate region, and a deep region in positions deeper
than the intermediate region;

a region-of-interest setting unit for setting in the B mode
image produced by the image producer an intermediate
region of interest in the intermediate region, a shallow
region of interest in the shallow region and a deep region
of interest in the deep region; and

a sound speed calculator,

the controller controlling the transmission circuit and the
reception circuit to transmit ultrasonic beams having the
first frequency with forming transmission focuses at a
plurality of intermediate points set in and near the inter-
mediate region of interest and receive ultrasonic echoes
having the second frequency to obtain intermediate
reception data for measuring a sound speed, to transmit
ultrasonic beams having the second frequency with
forming transmission focuses at a plurality of shallow
points set in and near the shallow region of interest and
receive ultrasonic echoes having the second frequency
to obtain shallow reception data for measuring a sound
speed, and to transmit ultrasonic beams having the first
frequency with forming transmission focuses at a plu-
rality of deep points set in and near the deep region of
interest and receive ultrasonic echoes having the first
frequency to obtain deep reception data for measuring a
sound speed,

the sound speed calculator calculating ambient sound
speeds at the intermediate points based on the obtained
intermediate reception data for measuring a sound
speed, calculating ambient sound speeds at the shallow
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points based on the obtained shallow reception data for
measuring a sound speed, and calculating ambient
sound speeds at the deep points based on the obtained
deep reception data for measuring a sound speed.
2. The ultrasound diagnostic apparatus according to claim
1, wherein the controller sets the first frequency at a value
lower than a central frequency of the transducer array and sets
the second frequency at another value higher than the central
frequency of the transducer array.
3. The ultrasound diagnostic apparatus according to claim
25
wherein the transducer array has a frequency band of 1
MHz to 5 MHz and the central frequency of 3 MHz, and
wherein the controller sets the first frequency of 2 MHz and
the second frequency of 4 MHz.
4. The ultrasound diagnostic apparatus according to claim
15
wherein the region-of-interest setting unit sets an addi-
tional region of interest over at least one of a border
between the shallow region and the intermediate region
and a border between the intermediate region and the
deep region,
wherein the controller controls the transmission circuitand
the reception circuit to transmit and receive ultrasonic
beams having the second frequency for a plurality of
additional points set in and near the additional region of
interest and located in the shallow region, to transmit
ultrasonic beams having the first frequency and receive
ultrasonic echoes having the second frequency for a
plurality of additional points set in and near the addi-
tional region of interest and located in the intermediate
region, and to transmit and receive ultrasonic beams
having the first frequency for a plurality of additional
points set in and near the additional region of interest and
located in the deep region, thereby to obtain additional
reception data for measuring a sound speed, and
wherein the sound speed calculator calculates ambient
sound speeds at the additional points based on the
obtained additional reception data for measuring a
sound speed.
5. The ultrasound diagnostic apparatus according to claim
4, wherein the controller sets the first frequency at a value
lower than a central frequency of the transducer array and sets
the second frequency at another value higher than the central
frequency of the transducer array.
6. The ultrasound diagnostic apparatus according to claim
55
wherein the transducer array has a frequency band of 1
MHz to 5 MHz and the central frequency of 3 MHz, and
wherein the controller sets the first frequency of 2 MHz and
the second frequency of 4 MHz.
7. The ultrasound diagnostic apparatus according to claim
1, wherein, based on the ambient sound speeds obtained by
transmitting and receiving ultrasonic beams for the points, the
sound speed calculator calculates local sound speeds in
regions between the points.
8. The ultrasound diagnostic apparatus according to claim
4, wherein, based on the ambient sound speeds obtained by
transmitting and receiving ultrasonic beams for the points, the
sound speed calculator calculates local sound speeds in
regions between the points.
9. The ultrasound diagnostic apparatus according to claim
15
wherein the controller controls the transmission circuitand
the reception circuit to transmit and receive ultrasonic
beams with forming transmission focuses at a plurality
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of points for a sound speed map set in and near the region
of interest, thereby to obtain reception data for a sound
speed map, and

wherein the sound speed calculator calculates local sound
speeds at the points for a sound speed map based on
reception data for a sound speed map to produce a sound
speed map of the region of interest.

10. The ultrasound diagnostic apparatus according to claim

45

wherein the controller controls the transmission circuitand
the reception circuit to transmit and receive ultrasonic
beams with forming transmission focuses at a plurality
of points for a sound speed map set in and near the region
of interest, thereby to obtain reception data for a sound
speed map, and

wherein the sound speed calculator calculates local sound
speeds at the points for a sound speed map based on
reception data for a sound speed map to produce a sound
speed map of the region of interest.

11. An ultrasound image producing method, comprising

the steps of:

transmitting an ultrasonic beam from a transducer array
toward a subject;

producing reception data based on reception signals out-
putted from the transducer array having received ultra-
sonic echoes from the subject;

producing a B mode image based on the obtained reception
data;

transmitting ultrasonic beams composed of fundamental
waves having a first frequency from the transducer array
toward the subject and receive ultrasonic echoes having
a second frequency, which is a harmonic component of
the fundamental waves, to divide the B mode image into
an intermediate region in a depth region where an inten-
sity of the ultrasonic echoes having the second fre-
quency is above a given value, a shallow region in posi-
tions shallower than the intermediate region, and a deep
region in positions deeper than the intermediate region;

setting in the produced B mode image an intermediate
region of interest in the intermediate region, a shallow
region of interest in the shallow region and a deep region
of interest in the deep region;

transmitting ultrasonic beams having the first frequency
with forming transmission focuses at a plurality of inter-
mediate points set in and near the intermediate region of
interest and receiving ultrasonic echoes having the sec-
ond frequency to obtain intermediate reception data for
measuring a sound speed, transmitting ultrasonic beams
having the second frequency with forming transmission
focuses at a plurality of shallow points setin and near the
shallow region of interest and receiving ultrasonic ech-
oes having the second frequency to obtain shallow
reception data for measuring a sound speed, and trans-
mitting ultrasonic beams having the first frequency with
forming transmission focuses at a plurality of deep
points set in and near the deep region of interest and
receiving ultrasonic echoes having the first frequency to
obtain deep reception data for measuring a sound speed;
and

calculating ambient sound speeds at the intermediate
points based on the obtained intermediate reception data
for measuring a sound speed, calculating ambient sound
speeds at the shallow points based on the obtained shal-
low reception data for measuring a sound speed, and
calculating ambient sound speeds at the deep points
based on the obtained deep reception data for measuring
a sound speed.
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12. The according of claim 1, wherein in the shallow region
and the deep region, the intensity of ultrasonic echoes is not
expected to be above the given value.
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